
When Every 
Nanosecond Counts
Execute trades 10x faster* with as little as 
5-85ns latency, using the first globally available 
Layer 1 solution for data and exchange access.
In an increasingly fast-paced global market, 
supporting your traders with consistently high-
performance connections to all major exchange 
matching engines and data feeds is key, especially 
to facilitate order execution ahead of the 
competition. TNS was the first to globally deploy  
a Layer 1 solution, delivering ultra-low latency in  
colocation using a purpose-built, single-hop design. 
TNS’ Layer 1 features FPGA technology, enabling 
market data and order activity to be delivered in  
a fraction of the time of conventional solutions.

10x Faster Connectivity  
With 5-85ns Latency

Simplified and Cost-Effective 
Managed Service

Single-Hop Custom-Designed 
Flat Architecture

Standardized Deployments  
in All Major Locations

Synchronized Market  
Data and Order Capture

Layer 1

  

ULL Layer 1 (5-85ns**)
Directly connected to exchange Layer 1 switches

TNSXpress deploys its industry-leading Layer 1 ultra-low 
latency connectivity in multiple exchanges around the world.

Exchange

MD 5-85ns**

Orders NB 45ns
Orders SB 85ns

Client Trading Servers - Hosted with TNSXpress

*compared to a traditional Layer 3 architecture
**Lowest MD latency depends on the exchange’s delivery architect




